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(ADDONSTONE '"ATE OIERS )I

.OTE CAREFULLY THAT HEAVY GATES SHOU
ATTACHED TO THE STONEWORK 4HE HEAV
SWINGING GATE SHOULD BE TAKEN BY STR
LOCATED IN THE VOIND AT THE CENTRE OF
OR SET OUTSIDE THE GATE PIERS

OIER BHAFT 3ECTIONS

'LL PIER SHAFT SECTIONS HAVE GENEROUS
&ILL THE VOID WITH VERY WEAK DRY MIX N
THAT THE FILL IS MUCH WEAKER THAN THE
ISOLATING MEDIUM SUCH AS FOAM TO PRE)Y
STONWSGEKTILE SPACERS TO SEPERATE THE
ALLOW TO MM JOINTS BETWEEN SECTION

OOINTING .OTES

7TE RECOMMEND THE USE OF A mEXIBLE GROUT .
GUN APPLIED INTO MM JOINTS WHICH HAVE BE
PROTECTION ! MM FOAM BACKING ROD PUSHE
FOR THE GROUT WILL MAKE THIS WORK EASIER
COLOUR MATCH FOR #REAMSTONE INNOTHIS RANG
SANDSTONE &OR OTHER STONE COLOURS WE
CREAM OLEASE READ THE MANUFACTURER S IN
YOU START

-ORTAR OOINTING

)F A DECISION TO MORTAR POINT IS TAKEN
IS COMPLETED AFTER THE STONEWORK IS
THAT THE JOINTS SHOULD BE MM MINIMU
4HE BEST MORTAR POINTING MIX IN OUR E
FINE WASHED SAND PART OF CEMENT AN
40 THE WATER USED IN THIS MIX WE SUGC
"ONDCRETE SO THAT A DAMP NOT WET M
MIX CAN THEN BE IRONED INTO THE OPEN ¢
WITH THE JOINTS BEING MISTED OFF IN HC
SET SO THAT THE JOINTS DO NOT DRY OUT
KEEP A BUCKET AND SCRUBBING BRUSH TO
OF SPATTER AND POINTING SMEARS

OLEASE REFER TO THE '!RCHITECTURAL )NS
DETAILS REGARDING INSTALLATION CLEANI
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